
 
 
 
Equipment Connections 
Personnel undertaking installation, commissioning or servicing work on this equipment should be 
aware of the correct working procedures to ensure safety.  The product documentation should be 
consulted before installing, commissioning or servicing the equipment. 
Terminals exposed during installation, commissioning and maintenance may present hazardous 
voltage unless the equipment is electrically isolated. 
If there is unlocked access to the rear of the equipment, care should be taken by all personnel to 
avoid electric shock or energy hazards. 
Voltage and current connections should be made using insulated crimp terminations to ensure 
that terminal block insulation requirements are maintained for safety.  To ensure that wires are 
correctly terminated, the correct crimp terminal and tool for the wire size should be used. 
Before energising the equipment it must be earthed using the protective earth terminal, or the 
appropriate termination of the supply plug in the case of plug connected equipment.  Omitting or 
disconnecting the equipment earth may cause a safety hazard. 
The recommended minimum earth wire size is 2.5mm2, unless otherwise stated in the technical 
data section of the product documentation. 
Before energising the equipment, the following should be checked: 

1. Voltage rating and polarity; 
2. CT circuit rating and integrity of connections; 
3. Protective fuse rating; 
4. Integrity of earth connection (where applicable) 
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Current Transformer Circuits 
Do not open the secondary circuit of a live CT since the high voltage produced may be lethal to 
personnel and could damage insulation. 
 
External Resistors 
Where external resistors are fitted to relays, these may present a risk of electric shock or burns, if 
touched. 
 
Insulation & Dielectric Strength Testing 
Insulation testing may leave capacitors charged up to a hazardous voltage.  At the end of each 
part of the test, the voltage should be gradually reduced to zero, to discharge capacitors, before 
the test leads are disconnected. 
 
Insertion of Modules 
These must not be inserted into or withdrawn from equipment whilst it is energised, since this 
may result in damage. 
 
Electrical Adjustments 
Pieces of equipment which require direct physical adjustments to their operating mechanism to 
change current or voltage settings, should have the electrical power removed before making the 
change, to avoid any risk of electric shock. 
 
Mechanical Adjustments 
The electrical power to the relay contacts should be removed before checking any mechanical 
settings, to avoid any risk of electric shock. 
 
Draw Out Case Relays 
Removal of the cover on equipment incorporating electromechanical operating elements, may 
expose hazardous live parts such as relay contacts. 
 
Insertion & Withdrawal of Heavy Current Test Plugs 
When using a heavy current test plug, CT shorting links must be in place before insertion or 
removal, to avoid potentially lethal voltages. 
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Commissioning Preliminaries 
Carefully examine the module and case to ser that no damage has occurred during transit.  
Check that the relay serial number on the module, case and cover are identical, and that the 
model number and rating information are correct. 
 
Carefully remove any elastic bands/packing fitting for transportation purposes. 
 
Check that the external wiring is correct to the relevant relay diagram or scheme diagram.  The 
relay diagram number appears inside the case. 
 
Particular attention should be paid to the correct wiring and value of any external resistors 
indicated on the wiring diagram/relay rating information. 
 
Note that shorting switches shown on the relay diagram are fitted internally across the relevant 
case terminals and close when the module is withdrawn.  It is essential that such switches are 
fitted across all CT circuits. 
 
If a test block system is to be employed, the connections should be checked to the scheme 
diagram, particularly that the supply connections are to the ‘live’ side of the test block. 
 
Earthing 
 
Ensure that the case earthing connection above the rear terminal block, is used to connect the 
relay to a local earth bar. 
 
Insulation 
 
The relay, and its associated wiring, may be insulation tested between: 
 
- all electrically isolated circuits 

- all circuits and earth 
 
An electronic or brushless insulation tester should be used, having a dc voltage not exceeding 
1000V.  Accessible terminals of the same circuit should first be strapped together.  Deliberate 
circuit earthing links, removed for the tests, subsequently must be replaced. 
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Commissioning Tests 
If the relay is wired through a test block it is recommended that all secondary injection tests 
should be carried out using this block. 
 
Ensure that the main system current transformers are shorted before isolating the relay from the 
current transformers in preparation for secondary injection tests. 
 
DANGER 
 
DO NOT OPEN CIRCUIT THE SECONDAY CIRCUIT OF A CURRENT TRANSFORMER SINCE 

THE HIGH VOLTAGE PRODUCED MAY BE LETHAL AND COULD DAMAGE INSULATION. 
 
It is assumed that the initial preliminary checks have been carried out. 
 
Relay CT shorting switches 
 
With the relay removed from its case, check electrically that the CT shorting switch is closed. 
 
Primary injection testings 
 
It is essential that primary injection testing is carried out to prove the correct polarity of current 
transformers. 
 
Before commencing any primary injection testing it is essential to ensure that the circuit is dead, 
isolated from the remainder of the system and that only those earth connections associated with 
the primary test equipment are in position. 
 
 
Decommissioning & Disposal 
Decommissioning: The auxiliary supply circuit in the relay may include capacitors across the 

supply or to earth.  To avoid electric shock or energy hazards, after 
completely isolating the supplies to the relay (both poles of any dc supply), 
the capacitors should be safely discharged via the external terminals prior to 
decommissioning. 

Disposal: It is recommended that incineration and disposal to water courses is 
avoided.  The product should be disposed of in a safe manner.  
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