


 

 

Relay Module Side Label Depicting Product Details 

 

 

Relay Module Side Label Depicting Wiring Diagram    (6R MATRIX relays only) 
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Accessories Supplied With Each Relay 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  Self threading M4 mounting screws  M4 terminal screws with captured lock washers 
 
 
Storage & Handling 
If damage has been sustained a claim should immediately be made against the carrier, also 
inform Relay Monitoring Systems Pty Ltd and the nearest RMS agent 

When not required for immediate use, the relay should be returned to its original carton and 
stored in a clean, dry place. 

Relays which have been removed from their cases should not be left in situations where they are 
exposed to dust or damp.  This particularly applies to installations which are being carried out at 
the same time as constructional work. 

If relays are not installed immediately upon receipt they should be stored in a place free from 
dust and moisture in their original cartons. 

Dust which collects on a carton may, on subsequent unpacking, find its ay into the relay; in damp 
conditions the carton and packing may become impregnated with moisture and the de-
humidifying agent will lose is efficiency. 
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Equipment Operating Conditions 
The equipment should be operated within the specified electrical and environmental limits. 
Protective relays, although generally of robust construction, require careful treatment prior to 
installation and a wise selection of site.  By observing a few simple rules the possibility of 
premature failure is eliminated and a high degree of performance can be expected. 
Care must be taken when unpacking and installing the relays so that none of the parts are 
damaged or their settings altered and must al all times be handled by skilled persons only. 
Relays should be examined for any wedges, clamps, or rubber bands necessary to secure 
moving parts to prevent damage during transit and these should be removed after installation 
and before commissioning. 
The relay should be mounted on the circuit breaker or panel to allow the operator the best access 
to the relay functions. 
 
Relay Dimensions & Other Mounting Accessories 
Refer drawing in Technical Bulletin. Relevant Auto Cad files & details on other accessories such 
as 19 inch sub rack frames, semi projection mount kits & stud terminal kits may be down loaded 
from: 

http://www.rmspl.com.au/mseries.htm
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Australian Content 
Unless otherwise stated the product(s) quoted 
are manufactured by RMS at our production 
facility in Melbourne Australia. Approximately 
60% of our sales volume is derived from 
equipment manufactured in house with a local 
content close to 90%. Imported components 
such as semi-conductors are sourced from local 
suppliers & preference is given for reasonable 
stock holding to support our build requirements. 
 
Quality Assurance 
RMS holds NCSI (NATA Certification Services 
International), registration number 6869 for the 
certification of a quality assurance system to 
AS/NZS ISO9001-2000. Quality plans for all 
products involve 100% inspection and testing 
carried out before despatch. Further details on 
specific test plans, quality policy & procedures 
may be found in section A4 of the RMS product 
catalogue. 
 

Product Packaging 
Protection relays are supplied in secure 
individual packing cardboard boxes with moulded 
styrene inserts suitable for recycling.  Each 
product & packing box is labeled with the product 
part number, customer name & order details. 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Design References 
The products & components produced by RMS 
are based on many years of field experience 
since Relays Pty Ltd was formed in 1955. A large 
population of equipment is in service throughout 
Australia, New Zealand, South Africa & South 
East Asia attesting to this fact. Specific product & 
customer reference sites may be provided on 
application.  
 
 

Product Warranty 
All utility grade protection & auxiliary relay 
products, unless otherwise stated, are warranted 
for a period of 24 months from shipment for 
materials & labour on a return to factory basis. 
Repair of products damaged through poor 
application or circumstances outside the product 
ratings will be carried out at the customer’s 
expense.  
 
 

Standard Conditions of Sale 
Unless otherwise agreed RMS Standard Terms & 
Conditions (QF 907) shall apply to all sales. 
These are available on request or from our web 
site. 
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