


 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2V68 Primary PCB & heavy duty 6R output relay 

 

2V68 Module internal view 

Heavy duty 6R shorting relay element shown on near side 

Three phase voltage monitoring PCB on under side. 
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Technical Bulletin 
The detailed technical attributes, functional description & performance specifications for the 2V68 
are described in the attached Technical Bulletin. For the most up to date version go to: 
 

www.rmspl.com.au/handbook/2v68.htm
 
For any specific attributes of a particular version refer to the Test Manual for that type (K) 
number.  
 
The order of precedence for technical information is as follows: 
 

• Test Manual 
• Technical Bulletin 
• User Guide 
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Maintenance 

Mechanical Inspection 

Relay Assembly 

Inspect the relay for obvious signs of damage or ingress of moisture or other contamination. 

Relay Module 

Isolate the relay, remove the front cover & carefully withdraw the relay module from the case.  

Care must be taken to avoid subjecting the relay element to static discharge which may damage or 
degrade sensitive electronic components. 

Inspect the relay module for signs of any overheating or burn marks which may have been caused by 
overvoltage surge or transient conditions on the power supply or digital status inputs. 

Inspect the VT & CT stages for degradation of insulation on the terminal wiring & transformer 
windings. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Remove cover by unscrewing black thumb screws & withdraw the relay module from the case. 

Visit  www.rmspl.com.au   for the latest product information. 

Due to RMS continuous product improvement policy this information is subject to change without notice.  User_Guide-5/Iss D/10/07/08 

 



 
 
Relay Case 

Inspect the outer terminals checking insulation integrity & tightness.  

Inspect inside the case and use a blower to remove dust. 

Inspect the inner terminals for worn, distorted or tarnished contacts and if necessary clean the 
contacts using a brush dipped in a suitable substance. 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
      Case outer terminals  Case inner terminals  Module plug in terminals 

 
 
 
Test Intervals 
The maintenance tests required will largely depend upon experience and site conditions, but as a 
general rule it is recommended that the following inspection and tests are performed every twelve 
months. 

♦ Mechanical Inspection 

♦ Check of Connections 

♦ Insulation Resistance Test 

♦ Fault Setting Tests by Secondary Injection 

♦ Tests using Load Current 

♦ Check the continuity of the neutral CT loop with a bell test set or an ohmmeter 
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D efect Report Form 

Please copy this sheet and use it to report any defect which may occur. 
Contact Name: 
 
 

Telephone No: 
 
 

Customers Name & Address: 

Fax No: 
 
 

Supplied by: 
 
 

Date when installed: 
 
 

Site: 
 
 

Circuit: 
 
 

 
When Defect Found  
Date: Commissioning? Maintenance? Systems Fault? Other, Please State: 

 

Product Part No: Serial Number: 

Copy any message displayed by the relay: 

 

 

 

Describe Defect: 

 

 

 

 

Describe any other action taken: 

 

 

 

Signature: 

 

Please Print Name: Date: 

 
For RMS use only  
Date Received: Contact Name: Reference No: Date Acknowledged: Date of Reply: Date Cleared: 
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